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MAUSZEIGEGERÄTE
CURSOR CONTROL DEVICES

TECHnIsCHE DaTEn
Tastenanzahl:    3
schalttechnologie:   Kurzhubtasten
schaltkraft:    1,5 n
schaltweg:    0,3 mm
schaltzyklen:    ca. 3 Mio. Betätigungen
schutzgrad (max):   IP68
Wirkprinzip:    Laser
auflösung:    1000 dpi

Gehäusemat.:    silikonkautschuk
Bodenplattenmat.:   Kunststoff o. aluminium
Gehäusefarbe:    Weiß

schnittstellen:    UsB

Bebtriebstemperatur:  -25 °C bis +70 °C
Lagertemperatur:    -25 °C bis +80 °C

EIGEnsCHaFTEn
scrollfunktion:    über Tastendruck
Gewicht:     160 g (plastic), 210 g (aluminium)
Kabellänge:    ca. 2 m

aBMEssUnGEn 
Länge:      116,0 mm
Breite:      162,0 mm
Höhe:      38,6 mm

sPECIFICaTIon
number of keys:    3
Keyswitch technology:  short travel keys
operating force:    1.5 n
switch travel:    0.3 mm
switching cycles:    approx. 3 mill. operations
Protection level (max):  IP68
operating principle:  laser
Resolution:    1000 dpi

Material (surface):   silicone
Material (buttom panel):  plastic or aluminium
Housing colour:    white

Interface:    UsB

operating temperature:  -25 °C to +70 °C
storage temperature:  -25 °C to +80 °C

PRoPERTIEs
scrollfunction:    per keystroke
Weight:      160 g (plastic), 210 g (aluminium)
Cable length:    approx. 2 m

DIMEnsIons
Length:      116.0 mm
Width:      62.0 mm
Height:      38.6 mm

Scroll-Tasten

Kat.nr. / Cat.no. Produktbezeichnung / Product description Bodenplattenmaterial / Base plate material
KH18218 TKH-MoUsE-sCRoLL-IP68-GREY-LasER-UsB Kunststoff / Plastic
KH19216 TKH-MoUsE-sCRoLL-IP68-BLaCK-LasER-UsB Kunststoff / Plastic
KH19226 TKH-MoUsE-InD-sCRoLL-IP68-GREY-LasER-UsB aluminium
KH19224 TKH-MoUsE-InD-sCRoLL-IP68-BLaCK-LasER-UsB aluminium
andere Layouts, Konfigurationen und schnittstellen auf anfrage. / other language versions / interfaces / configurations available on request.
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MAUSZEIGEGERÄTE
CURSOR CONTROL DEVICES

Linke Maustaste / left mousebutton
Mittlere Maustaste / middle mousebutton
Rechte Maustaste / right mousebutton
scroll Up
scroll Down

Funktionsbeschreibung mit Microsoft-standardtreibern / functional description with standard windows drivers
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TKG-106-IP68-WHITE SMART CLINICAL BOARD

Layout kann abweichen. / Layout can differ.

Änderungen und Irrtümer vorbehalten! / Subject to modifi cations and errorsVersion 012013

IP68-TASTATUREN

IP68-KEYBOARDS

BESONDERHEITEN

• Silikonummantelte Tastatur mit 106 Tasten inklusive  
Nummernblock

• Dicht nach IP68, kann in Flüssigkeiten eingetaucht werden
• Kann mit Wasser und Seife, Desinfektionsmitteln oder 

anderen Reinigungsmitteln gereinigt werden

SPECIAL FEATURES 

• Silicone keyboard with 106 keys incl. num pad
• IP68 protection, can be submerged into liquids
• Can be cleaned with soapy water, disinfectants or other 

cleaning agents

TECHNISCHE DATEN
Tastenanzahl:  106
Schalttechnologie:  Carbon-Kontakte
Schaltkraft:  1,5 N
Schaltweg:  1,0 mm
Schaltzyklen:  ca. 2 Mio. (pro Taste)
Schutzgrad (max):  IP68

Gehäusematerial:  Silikon
Gehäusefarbe:  Weiß

Schnittstellen:  USB
Kabellänge:  2 m

Betriebstemperatur: -25 °C bis +75 °C
Lagertemperatur:  -30 °C bis +75 °C

Abmessungen:  375 x 150 x 11 mm
Gewicht:   ca. 760 g

SPECIFICATION
Number of keys:  106
Keyswitch technology: carbon contacts
Operating force:  1.5 N
Switch travel:  1.0 mm
Switching cycles:  approx. 2 mill. (per key)
Protection level (max): IP68

Housing material:  silicone
Housing colour:  white

Interfaces:  USB
Cable length:  2 m

Operating temperature: -25 °C to +75 °C
Storage temperature: -30 °C to +75 °C

Dimensions:  375 x 150 x 11 mm
Weight:   approx. 760 g

Kat.Nr. / Cat.No. Produktbezeichnung / Product description
KG19268 TKG-106-IP68-WHITE-USB-DE
KG19269 TKG-106-IP68-WHITE-USB-US
Andere Layouts, Konfi gurationen und Schnittstellen auf Anfrage. / Other language versions / interfaces / confi gurations available on request.
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InduProof® Pro
TKG-107-TOUCH-IP68-WHITE-MAG-BACKL

PRODUCT FEATURES:

• Keyboard with silicone enclosure

• Completely waterproof and dustproof

• Can be fully disinfected and cleaned

• Integrated touchpad

TECHNICAL DATA

Number of keys:   107

Switch technology:  carbon contacts on gold

Shift force:  1.5 N  

Shift path:  1.3 mm

Service life:  each key can be used approx. 

   1 million times

Protection class:  IP68

Enclosure material:  silicone

Enclosure colour:  white

Interface:   USB

Power supply:  100 mA

Cable length:  2 m

Weight:   ca. 913 g

Operating temperature:    0 °C bis + 70 °C

Storage temperature: -30 °C bis + 70 °C

Dimensions:  377 x 157 x 15 mm

TECHNICAL DATA FOR TOUCHPAD

Operating principle: capacitive

Dimensions:  60 x 42 mm

Documentation:  CE declaration, IP test,

   guarantee certifi cate, EMC test

• Four stages of back-lighting

• Magnetic mountings to attach the unit to magnetic surfaces in a 

fl exible way

• Locking key to prevent any incorrect commands being triggered

Cat. no.  Product description Keyboard layout

KG21254 TKG-107-TOUCH-IP68-WHITE-MAG-BACKL-USB-DE DE

KG22203 TKG-107-TOUCH-IP68-WHITE-MAG-BACKL-USB-US/EU US/EU
Other layouts, confi gurations and interfaces are available on request

GETT Gerätetechnik GmbH  

Mittlerer Ring 1 

08233 Treuen

Germany

Telefon/Phone: +49 37468 660-0

Telefax/Fax: +49 37468 660-66

E-Mail: info@gett.de
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Touchpad-tapping*:

Key lock:

Lighting levels:

+

>

>

> > > >

+

Press and hold for 2 seconds

OFF

F2

2. SPECIAL FUNCTIONS:

Magnetic mounting:  Keyboard sticks to almost any magnetic surface up to an angle of 90° by means of a magnetic mounting. 

Lighting:   Keyboard has 4 lighting stages that can be controlled via the          key.

Clean mode:   To activate or deactivate the clean mode, hold this key          down for 2 seconds. This deactivates the key   

   function and the touchpad. You can then clean the keyboard without triggering any incorrect commands. 

  

*Touchpad-tapping: Touchpad tapping allows you to use different functions by typing the touchpad surface once or several   

   times (e.g. in word processing: single tap to position the cursor, double tap to select paragraphs)

You can fi nd operating instructions and hints on cleaning and disinfecting at: 

www.gett-group-service.com

1. KEY FUNCTIONS:

> Activates and deactivates the tapping function
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TASTATUREN MIT LANGHUBTASTEN
LONG TRAVEL KEYBOARDS
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TKL-105-KGEH
•  Ergonomisch gestaltete Tastatur mit 105 Tasten
•  Flüsteranschlag für besonders geräuscharmes Schreiben
•  Spritzwasserdicht
•  Hervorragende Reinigungsfähigkeiten
•  Als USB-Version verfügbar

TKL-105-KGEH
•  Ergonomically designed keyboard with 105 keys
•  Whisper keystroke for low-noise typing
•  Splash water-resistant
•  excellent cleanability
•  USB interface available

TECHNISCHE DATEN
Tastenanzahl:    105
Schalttechnologie:   Schaltmembrane
Schaltzyklen:    ca. 20 Mio. (pro Taste)

Bauform:     Kunststoffgehäuse
Gehäusematerial:    ABS
Gehäusefarbe :    Grau

Schnittstellen:    USB

Betriebstemperatur:  0 °C bis +50 °C
Lagertemperatur:    -20 °C bis +60 °C

Abmessungen:    451 x 160 x 23 mm

Gewicht:     ca. 500 g

SPECIFICATION
Number of keys:    105
Keyswitch technology:  membrane
Switching cycles:    approx. 20 mill. (per key)

Housing design:    plastic housing
Housing material:    ABS
Housing colour:    grey

Interfaces:    USB

Operating temperature:  0 °C to +50 °C
Storage temperature:  -20 °C to +60 °C
 
Dimensions:    451 x 160 x 23 mm

Weight:      approx. 500 g

Kat. Nr. / Cat. Nro. Produktbezeichnung / Product descritption Farbe / Colour
KL20232 TKL-105-KGEH-GREY-USB-DE-CLEANDESKbyGett grey
Andere Layouts, Konfigurationen und Schnittstellen auf Anfrage. / Other language versions / interfaces / configurations available on request.
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Address: Unit 508, CRE centre, No. 889 Cheung Sha Wan Rd., KLN, Hong Kong      
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• USB  Connectivity

• Compatible with Windows System

• Rubberized surface provides comfortable use of 

typing

• Language: All the languages compatible with 

Windows

• EMV industrial / CE / RoHS / REACH

• Dimensions: 380(L) x 130(W) x 13(T) mm

• ON/OFF switch for keyboard power and 

backlight

• Washable IP68

• Nano Silver material (Antibacterial 

technology)

• Water proof cap

• Available colour : Black and White  

• LED backlight brightness is freely adjustable 

and memorized (KSI-U10020)

Specification   Feature

www.gett-asia.com

A specially designed Medical Keyboard with silicon membrane
( good fitting to medical cart )

Part Number
KSI-U10020 (with backlight)
KSI-U10021 (without backlight)
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Feature & Specification 

www.gett-asia.com

Part Number MSI-U10030

• With antibacterial treatment

• Easy cleaning

• Silicone rubber medical optical mouse with 1000DPI resolution, 

free of noise. Left & right buttons,

• Scrolling Touchpad. 

• Dimension: 115 x 68 x 42 mm

• Weight: 250g

• Black and white optional

• Operating temperature:-30 ~+70

• Storage temperature: -40 ～ +80 

IP 68 Waterproof Wire Mouse with Touch Sensor Scroll


